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Drive the machine to a benchmark near the laser that has an elevation to work from. 
Set the blade on the ground/plank  and lower the mast until you are in the center “On Grade” light. 
     (keep in mind there may be +/-  0.02 deadband for grade…try to find the center. 
 

  �    

Start the AGPS 
program. 
Click AGPS on the 
desktop.  If one of 
the options below is 
on the desktop you 
can pick that directly. 
 
Then select one of 
the following: 
Start AGPS 
Ditch Pro 
amwworks  
(Some computers may  
start the program when 
turned on) 

 

Select AGPS-Dirt Pro 
 
If you do not see this 
screen, and you are 
taken to the working 
screen, your program 
is in automatic 
Resetup mode… 
Skip to the Working 
screen on Page 3. 

 

You are informed 
how many 
executions (uses) are 
remaining, the 
programs you have 
access to, and the 
Rel (release) number. 
 
Press OK or the 
screen will go away 
after an amount of 
time. 
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Main menu: 
Resetup with the 
same job name 

 

…Display Position… 

 

 

You are shown a few 
green misc. 
information screens, 
just press Enter (OK) 
to get by them. 
 
A total of 3 Enter  or  
OK clicks 
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You are taken to the 
working screen and 
the program is ready. 
 
If the laser is set the 
same and the mast 
reading is the same, 
no further action is 
necessary, but 
typically you will 
need to setup the 
start point (next 
step).  to 
compensate for 
distance traveled. 
 

 

To start calculations, 
you need to tell the 
program where to 
start.  This is done by 
parking next to the 
laser transmitter, and 
having the mast ON 
GRADE (green light) 
 
Next, press 9 on the 
keyboard OR touch 
Menu, Devices 
Menu, OK 

 

Select “Setup Earth 
Curvature Start and 
Mast” 
 
When the mast is 
read it will return to 
this screen and you 
can “Quit this menu”. 
 
You will be taken 
back to the working 
screen and the 
program is ready to 
compensate for 
distance traveled. 

 
To quit the program, click Menu, Quit this Application, Quit Now, and Shutdown. 


